
Wanco® WAB-Series generators are perfect for pressure washing and 
other wet applications. 

Reliable and long-lasting, these water-resistant generators will do the 
job now and for years to come. Our brushless design, internal sealants 
and oversized windings are the perfect platform for these durable, 
wet area belt-drive generators.

For more than 30 years the Wanco brand has stood for quality and 
reliability. Learn more at voltmaster.com.

Steady power
even when wet

800-972-0755
www.wanco.com

The industry leader.



Belt-drive generators for 
wet applications
�� Water resistant
�� Bidirectional rotation
�� Balanced 120-volt, 20-amp receptacle
�� Brushless design with capacitors
�� Built-in voltage meter
�� Heavy-duty die-cast housing
�� Designed for horizontal operation
�� Variable voltages available
�� Assembled in the United States

WAB35T WAB45T WAB55T WAB65T

AC voltage 120 V 120 V 120 V 120 V

Frequency 60 Hz 60 Hz 60 Hz 60 Hz

Max. output 4,000 W 5,000 W 5,500 W 6,500 W

Rated output 3,500 W 4,500 W 5,000 W 6,000 W

Rated current 20 A 20 A 20 A 20 A

Shaft diameter 24 mm 24 mm 24 mm 24 mm

Keyway 8 mm 8 mm 8 mm 8 mm

Connection 4-wire 4-wire 4-wire 4-wire

Minimum engine power 8 hp 9 hp 10 hp 11 hp

Minimum required torque 7.5 ft lbf  
(10.2 Nm)

7.5 ft lbf  
(10.2 Nm)

7.5 ft lbf  
(10.2 Nm)

7.5 ft lbf  
(10.2 Nm)

Required RPM 3600 3600 3600 3600

Dimensions, L × W × H 16½ × 8½ × 10½" 
(42 × 22 × 27cm)

16½ × 8½ × 10½" 
(42 × 22 × 27cm)

16½ × 8½ × 10½" 
(42 × 22 × 27cm)

16½ × 8½ × 10½" 
(42 × 22 × 27cm)

Dry weight 69 lbs. (31kg) 72 lbs. (33kg) 74 lbs. (34kg) 76 lbs. (35kg)

Receptacles 120Vac 20A duplex 120Vac 20A duplex 120Vac 20A duplex 120Vac 20A duplex

Optional accessories Winco® adapter plate Winco adapter plate Winco adapter plate Winco adapter plate

Interior bolts sealed with Loctite® Threadlocker Blue 242® or equivalent. Pulley and belt not included.
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